
DAMPA Robust

Module 250 mm, material thickness 1.0 mm

Product Average Consumption Packing
Modular Carrier No. 2 1.9 m/sq. m 14 units/bundle
Carrier Splice No. 2 0.50 unit/sq. m 40 units/box
Carrier Support 1.25 units/sq. m 100 units/box
Backing Plate 7 units/sq. m 900 units/box
Aluminium Clip 7 units/sq. m Bulk supply
Screw 7 units/sq. m Bulk supply
Threaded Rod 0.3 unit/sq. m 50 units/bundle
(suspended 500 mm)
Nut M8 3.75 units/sq. m Bulk supply

We reserve the right to alter described material without prior 
notification.

Modular Carrier No. 2
Size: 50 × 30 mm
Length: 4000 mm
Material: 0.6 mm galvanised steel

Carrier Support 
Size: 20 × 33 × 100 mm
Hole: Diameter 8.5 mm
Material: 1.5 mm galvanised steel

Nut
Size: M8
Material: Galvanised steel

Aluminium Clip
Size: 14 × 16 × 35 mm
Material: Aluminium

Screw
Size: M6 × 30 mm
Material: Galvanised steel

Threaded Rod
Size: M8
Length: 2 m
Material: Galvanised steel

Backing Plate
Size: 20 × 30 × 3 mm
Material: Galvanised steel

Carrier Splice No. 2
Size: 32 × 45 × 200 mm
Material: 1.0 mm galvanised steel

DAMPA,  DK-5690 Tommerup,  Tel.: +45 63 76 13 10,  Fax: +45 63 76 13 99,  dampa@dampa.dk,  www.dampa.com
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