
DAMPA®  
Sport Panel  
Installation Guide



The strong construction of DAMPA Sport makes it ideal for 
ceiling and wall surfaces in areas with high activity and where 
the risk of damage or impact is considerable, for example 
sports halls, subways, corridors and the like.

All modular carrier and hanger centres are maximum 	
distances.

Max. distance Steel

A 300 mm

B 1500 mm

C 2000 mm

Installation of DAMPA® Sport Panel
DAMPA® Sport Panel is a robust open ceiling solution with a visible 

suspension system.

DAMPA® Sport Panel
Module 100 mm, material thickness 0,8 mm

Product Average  Packing  
 Consumption

Modular Carrier 1.10 m/sq. m 5 units/bundle

Carrier Splice 0.20 units./sq. m 100 units/box

Adjustment Clip No.5 11 units./sq. m 600 units/box

Locking Clip No. 5 0.0 units./sq. m 350 units/box

Hanger No. 5 0.30 m/sq. m 100 m/coil 
(suspended 500 m)

Screw bolt M6 x 8 mm 0.08 units./sq. m Loose

Nut M6 0.08 units./sq. m Loose
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Adjustment Clip No. 5 with Hanger No. 5 
is located into the slots provided in the 
modular carrier.

The pull-out force of the hanger must be 
at least 2.5 times the hanger load.

Carriers are joined with Carrier Splices 
and four nuts and screws. 

Before tightening, the correct module is 
achieved by pulling the carriers apart until 
the screws locate at the ends of the slots.

When installing ceilings requiring panel 
lengths greater than 6 m, jointing can be 
achieved by forming a gap of 10 to 25 
mm between the ends of the panels 
immediately under a carrier.

To prevent movement of the ceiling, 
modular carriers are braced against the 
wall. The first and last modular carriers 
should be braced at right angles approx. 
every 2000 mm.

The exposed ends of the bracing should 
be painted black.

A 100 mm module is obtained with 
75 mm units and an open gap of 25 
mm.

To secure the DAMPA Sport system, locking clips should be located over the exposed carrier 
flanges in the gaps between ceiling units.

The locking clips are easily clipped in.

The panels are installed into the carrier and 
held in position with the nearest flange 
located in the clips. The opposite flange is 
sprung into the clips by lightly striking the 
panels with the side of the fist.



Locking Clip No. 5
Size: 23 × 87 x 1.5 mm
Material: Galvanised steel
Surface: Black enamelled
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DAMPA® Sport Panel Components

Carrier Splice for 

DAMPA® Sport

Size: 28 × 21 × 300 mm
Material: Galvanised steel

Modular Carrier for 

DAMPA® Sport

Size: 35 × 87 × 4000 mm
Material: Galvanised steel

Screw bolt and nut
Size:  
Nut; 12 x 16 
M6-screw bolt; M6 x 8
Material: Galvanised steel

Hanger No. 5
Size: 1 × 14 mm
Length: 100 m
Material: Galvanised steel

Adjustment Clip No. 5
Size: 26 × 40 × 175 mm
Material: Spring steel


